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Wellhead Protection Area (WHPA)
means the surface and subsurface area
surrounding a well or well field that
supplies a public water system through
which contaminants are likely to pass
and eventually reach the water well or
well field.

Western Hemisphere Shorebird Reserve
Network (WHSRN) site means an area
that contains migratory shorebird con-
centrations and has been designated as
a hemispheric reserve, international
reserve, regional reserve, or endan-
gered species reserve. Hemispheric re-
serves host at least 500,000 shorebirds
annually or 30% of a species flyway
population. International reserves host
100,000 shorebirds annually or 15% of a
species flyway population. Regional re-
serves host 20,000 shorebirds annually
or 5% of a species flyway population.
Endangered species reserves are crit-
ical to the survival of endangered spe-
cies and no minimum number of birds
is required.

[Amdt. 195–71, 65 FR 80544, Dec. 21, 2000]

§ 195.8 Transportation of hazardous
liquid or carbon dioxide in pipe-
lines constructed with other than
steel pipe.

No person may transport any haz-
ardous liquid or carbon dioxide through
a pipe that is constructed after October
1, 1970, for hazardous liquids or after
July 12, 1991 for carbon dioxide of ma-
terial other than steel unless the per-
son has notified the Administrator in
writing at least 90 days before the
transportation is to begin. The notice
must state whether carbon dioxide or a
hazardous liquid is to be transported
and the chemical name, common name,
properties and characteristics of the
hazardous liquid to be transported and
the material used in construction of
the pipeline. If the Administrator de-
termines that the transportation of the
hazardous liquid or carbon dioxide in
the manner proposed would be unduly
hazardous, he will, within 90 days after
receipt of the notice, order the person
that gave the notice, in writing, not to
transport the hazardous liquid or car-
bon dioxide in the proposed manner
until further notice.

[Amdt. 195–45, 56 FR 26925, June 12, 1991, as
amended by Amdt. 195–50, 59 FR 17281, Apr.
12, 1994]

§ 195.9 Outer continental shelf pipe-
lines.

Operators of transportation pipelines
on the Outer Continental Shelf must
identify on all their respective pipe-
lines the specific points at which oper-
ating responsibility transfers to a pro-
ducing operator. For those instances in
which the transfer points are not iden-
tifiable by a durable marking, each op-
erator will have until September 15,
1998 to identify the transfer points. If it
is not practicable to durably mark a
transfer point and the transfer point is
located above water, the operator must
depict the transfer point on a sche-
matic maintained near the transfer
point. If a transfer point is located
subsea, the operator must identify the
transfer point on a schematic which
must be maintained at the nearest up-
stream facility and provided to RSPA
upon request. For those cases in which
adjoining operators have not agreed on
a transfer point by September 15, 1998
the Regional Director and the MMS
Regional Supervisor will make a joint
determination of the transfer point.

[Amdt. 195–59, 62 FR 61695, Nov. 19, 1997]

§ 195.10 Responsibility of operator for
compliance with this part.

An operator may make arrangements
with another person for the perform-
ance of any action required by this
part. However, the operator is not
thereby relieved from the responsi-
bility for compliance with any require-
ment of this part.

Subpart B—Reporting Accidents
and Safety-Related Conditions

§ 195.50 Reporting accidents.
An accident report is required for

each failure in a pipeline system sub-
ject to this part in which there is a re-
lease of the hazardous liquid or carbon
dioxide transported resulting in any of
the following:

(a) Explosion or fire not inten-
tionally set by the operator.

(b) Loss of 50 or more barrels (8 or
more cubic meters) of hazardous liquid
or carbon dioxide.

(c) Escape to the atmosphere of more
than 5 barrels (0.8 cubic meters) a day
of highly volatile liquids.
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(d) Death of any person.
(e) Bodily harm to any person result-

ing in one or more of the following:
(1) Loss of consciousness.
(2) Necessity to carry the person

from the scene.
(3) Necessity for medical treatment.
(4) Disability which prevents the dis-

charge of normal duties or the pursuit
of normal activities beyond the day of
the accident.

(f) Estimated property damage, in-
cluding cost of clean-up and recovery,
value of lost product, and damage to
the property of the operator or others,
or both, exceeding $50,000.

[Amdt. 195–22, 46 FR 38360, July 27, 1981, as
amended by Amdt. 195–39, 53 FR 24950, July 1,
1988; Amdt. 195–45, 56 FR 26925, June 12, 1991;
Amdt. 195–52, 59 FR 33396, June 28, 1994;
Amdt. 195–63, 63 FR 37506, July 13, 1998]

§ 195.52 Telephonic notice of certain
accidents.

(a) At the earliest practicable mo-
ment following discovery of a release
of the hazardous liquid or carbon diox-
ide transported resulting in an event
described in § 195.50, the operator of the
system shall give notice, in accordance
with paragraph (b) of this section, of
any failure that:

(1) Caused a death or a personal in-
jury requiring hospitalization;

(2) Resulted in either a fire or explo-
sion not intentionally set by the oper-
ator;

(3) Caused estimated property dam-
age, including cost of cleanup and re-
covery, value of lost product, and dam-
age to the property of the operator or
others, or both, exceeding $50,000;

(4) Resulted in pollution of any
stream, river, lake, reservoir, or other
similar body of water that violated ap-
plicable water quality standards,
caused a discoloration of the surface of
the water or adjoining shoreline, or de-
posited a sludge or emulsion beneath
the surface of the water or upon adjoin-
ing shorelines; or

(5) In the judgment of the operator
was significant even though it did not
meet the criteria of any other para-
graph of this section.

(b) Reports made under paragraph (a)
of this section are made by telephone
to 800–424–8802 (in Washington, DC 267–

2675) and must include the following in-
formation:

(1) Name and address of the operator.
(2) Name and telephone number of

the reporter.
(3) The location of the failure.
(4) The time of the failure.
(5) The fatalities and personal inju-

ries, if any.
(6) All other significant facts known

by the operator that are relevant to
the cause of the failure or extent of the
damages.

[Amdt. 195–22, 46 FR 38360, July 27, 1981, as
amended by Amdt. 195–23, 47 FR 32720, July
29, 1982; Amdt. 195–44, 54 FR 40878, Oct. 4,
1989; Amdt. 195–45, 56 FR 26925, June 12, 1991;
Amdt. 195–52, 59 FR 33396, June 28, 1994]

§ 195.54 Accident reports.
(a) Each operator that experiences an

accident that is required to be reported
under § 195.50 shall as soon as prac-
ticable, but not later than 30 days after
discovery of the accident, prepare and
file an accident report on DOT Form
7000–1, or a facsimile.

(b) Whenever an operator receives
any changes in the information re-
ported or additions to the original re-
port on DOT Form 7000–1, it shall file a
supplemental report within 30 days.

[Amdt. 195–39, 53 FR 24950, July 1, 1988]

§ 195.55 Reporting safety-related con-
ditions.

(a) Except as provided in paragraph
(b) of this section, each operator shall
report in accordance with § 195.56 the
existence of any of the following safe-
ty-related conditions involving pipe-
lines in service:

(1) General corrosion that has re-
duced the wall thickness to less than
that required for the maximum oper-
ating pressure, and localized corrosion
pitting to a degree where leakage
might result.

(2) Unintended movement or abnor-
mal loading of a pipeline by environ-
mental causes, such as an earthquake,
landslide, or flood, that impairs its
serviceability.

(3) Any material defect or physical
damage that impairs the serviceability
of a pipeline.

(4) Any malfunction or operating
error that causes the pressure of a
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